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SPECIFICATION SHEET

LINGOTTO
FLOODLIGHT SMALL
Lingotto exterior fixtures are available in either asymmetrical,

#1.70 -

OPTIC

-73

FINISH

VOLTAGE

LAMPING:_1 X 150W T7 METAL HALIDE
DOUBLE-ENDED R7s BASE

PROJECT NAME:

flood, medium or spot. The optical assemblies are connected
to the components compartment by a hinge, enabling the

chassis to rotate both horizontally and vertically. TYPE:

QTY:
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- 7-1/16" MAX. PROJ. | |
ALUM. DIE-CAST HINGED
/ DOOR W/ TEMPERED
GLASS LENS &
SILICON SEALING

10-5/8" N

(180 mm) (270 mm)

B 1 X 150W MH
] DOUBLE-ENDED ALUMINUM
(NOT INCLUDED) REFLECTOR

VANDAL RESISTANT,
S. S. ALLEN HEAD
MOUNTING SCREWS

180° DIE-CAST ALUMINUM

OPTICAL ASSEMBLY
A CHASSIS
€
— | O
3
_ HPF INTEGRAL ELECTRO.
| BALLAST FOR (1) ISOMETRIC
= 150W METAL HALIDE VIEW
Tl
ALUMINUM EXTRUDED WATERPROOF
COMPONENT BOX CANOPY &
CABLE NUT
12"L SUPPLIED IS PROVIDED
POWER CORD WITH FIXTURE
SIDE VIEW |, = 5-13/16" (147 mm) FRONT VIEW | 4-3/4" (120 mm)
- [ opTicS

ACCESSORIES (To BE ORDERED SEPARATELY)

@ (O 11177 - BAFFLE Q 11172 - STEEL PLATE FOR

(O L7017 - ASYMMETRICAL - (A)

02 - BLACK WALL MOUNT
@ (O 11176 - WALL-WASHER SCREEN 7 () 11173 - CAST-IRON PLATE FOR O 17027 - FLoOD- ()
02 - BLACK ¢ GROUND / WALL MOUNT

15 - GRAY

CVOLTAGE O 120v O 2rrv >

METAL FINISH
() 73- GRAY / YELLOW

i MOUNT (21-5/8" TO @2-3/8")

¥ () 11171 - STEEL PLATE FOR POLE FOR GROUND
MOUNT (@1-5/8" TO @4") INSTALLATION

(O 11170 - STEEL PLATE FOR POLE
‘I (O 1.0456 - BOLTS WITH PLATE

LINGOTTO

K (for 1.1173) /
Canada H2N 1N7

9320 Boul. St-Laurent,
c ul. us suite 100, Montréal (Québec)
®
P 5145231339 F.:514.5256107 FLOODLIGHT SMALL
DUE TO CONTINUOUS IMPROVEMENTS, THE INFORMATION HEREIN MAY BE CHANGED WITHOUT NOTICE.
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