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55⁄16" x 11⅝" (135 x 295mm) ⅛"-1⅛"
(3-29mm)55⁄16" x 16⅞" (135 x 428mm)

BN-LB10ADJ-DB-TR-NC

BN-LB15ADJ-DB-TR-NC
511⁄16"

(144mm)ILB15

ILB10

Cut-out dimensions (A x B)Plaster Frame ClearanceCeiling thicknessModel

C

BA

#8 SCREW
(NOT INCLUDED)

FOLDED TAB

CEILING BRACE

HANGER BARSMOUNTING SLOT

CUT-OUT

A- ENGAGE (4) HANGER BARS IN HOUSING SLOTS AVAILABLE AND CONNECT THEM TOGETHER.
B- FASTEN HANGER BARS TO CEILING BRACE WITH #8 SCREWS (NOT INCLUDED). PLASTER FRAME MUST BE FLUSH WITH CEILING BRACE
 AND INSURE SMALL FOLDED TAB IS PLACED UNDER CEILING BRACE.
C- INSTALL DRYWALL AND MAKE THE CUT-OUT OPENING (SEE DIMENSIONS BELOW).

B

A

NEW CONSTRUCTION PLASTER FRAME INSTALLATION (NC)
INTEGRAL DRIVER (120V / 120-277V)
DIMMING 0-10V - TRIAC / ELV

IMPORTANT - READ CAREFULLY BEFORE INSTALLING FIXTURE. RETAIN THESE INSTRUCTIONS FOR FUTURE REFERENCE. 
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE NATIONAL ELECTRICAL CODE AND ALL APPLICABLE LOCAL CODES, BY A PERSON FAMILIAR WITH THE 
CONSTRUCTION AND OPERATION OF THE PRODUCT, AND THE HAZARDS INVOLVED. PROPER GROUNDING IS REQUIRED FOR SAFETY.
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NEW CONSTRUCTION PLASTER FRAME INSTALLATION (NC) - INTEGRAL DRIVER

A + B + C +D

A- OPEN THE FIXTURE HOUSING’S COVER PLATE. 
B- INSERT A FEEDER BX CABLE(NOT INCLUDED) INTO THE BX CONNECTOR (INCLUDED).
 *ADDITIONAL BX CABLE AND BX CONNECTOR (NOT INCLUDED) MUST BE ADDED FOR 0-10V DIMMING.  
C- MAKE ALL NECESSARY CONNECTIONS (FOLLOWING WIRING DIAGRAM) USING THE QUICK CONNECTORS (INCLUDED).
D- CLOSE THE HOUSING AND TIGHTEN THE PHILLIPS SCREW.

A

B

C

D

BX CABLE
(NOT INCLUDED)

QUICK CONNECTOR
(INCLUDED)

FEEDER WIRES

PHILLIPS SCREWFIXTURE HOUSING

*0-10V DIMMING WIRES

COVER PLATE

*for reference only

WIRING DIAGRAM
DIMMING 120-277V

0-10V (D10)

FIXTURE CABLES

LIVE
(black)

NEUTRAL
(white)

DIM +
(red)

DIM -
(blue / red)

GROUND
(green)

DIMMING 120V ONLY
TRIAC / ELV (LTE)

FIXTURE CABLES

LIVE
(black)

NEUTRAL
(white)

GROUND
(green)

D

LASER BLADE ADJUSTABLE
DOUBLE MODEL: ILB10 / 15 - TR - DB - NC - 120 / UNV



INS-5065

INSTRUCTIONS SHEET PAGE: 3 of 3

9320 Boul. St-Laurent, suite 100, Montréal (Québec) Canada H2N 1N7
P.: 514.523.1339   F.: 514.525.6107  www.iguzzini.com/us

JP - R3Last update: September 01, 2020

FIXTURE INSTALLATION

A- INSERT THE FIXTURE INTO THE CEILING.
B- HOLD THE FIXTURE IN PLACE AND WITH A SCREWDRIVER, TURN THE BRACKET PHILLIPS SCREW CLOCKWISE TO OPEN THE MOUNTING
 BRACKETS AND LOWER ALL (4) BRACKETS AGAINST THE CEILING. 

A + B

A

B

MOUNTING BRACKET
PHILLIPS SCREW

MOUNTING BRACKET

SECTION VIEW

CEILING

LASER BLADE ADJUSTABLE
DOUBLE MODEL: ILB10 / 15 - TR - DB - NC - 120 / UNV


