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Mini Limelight

Features

•  Single-phase low voltage track, made 
for 12 V halogen lamp spotlights.

•  Certified for 12 V and for a maximum 
current of 25 Amps, in compliance 
with the recent CENELEC norms 
for low-voltage tracks.

Composition

•  The is fed by a 50/200W 
transformer for tracks up  
to 2000 mm in length.
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Mini Limelight

01 
white

12 
aluminium

6078 6079 

6093 

6077 
12V power  
supply cable 6078 

length code colour

Module

500 6065 01-12

1000  6066 01-12

2000 6067 01-12

3000 6068 01-12

20

20

code colour

48

121 50/200 W
electronic
transformer
for 2 m. max.
track lengths

6093 01-15

Equipped with two end caps
Only for track installation

89

21 10

6721 End cap for 12V
power supply

6077 01-15

Equipped with one end cap

code colour

129

21

86 Direct coupling 6079 01-15
Equipped with two end caps

21

64

85 Articulated
joint

6078 01-15

couplings

installation systems

code colour

Suspension cable 
L=2000

6081 00

Power cable for electronic
transformer and
suspension cable for
precise adjustments
L=2000 mm

6088 01-15

Power supply cable for
electronic transformer
L=2000 mm

6086 01-15

code colour

Cable to hang paintings 
L=2000

6087 00

Wall attachment 6089 01-15

Ceiling attachment 6090 00

Slanting rod
h=500 6097 01-15
h=1000 6098 01-15


