
THIS PRODUCT MUST BE INSTALLED IN ACCORDANCE WITH THE APPLICABLE INSTALLATION CODE BY 
A PERSON FAMILIAR WITH THE CONSTRUCTION AND OPERATION OF THE PRODUCT AND THE HAZARDS INVOLVED.

MOUNTING SCREWS 
(BY OTHERS),

(X2, TYP.) 

CROSSBAR

LOCK NUT

THREADED TUB

JUNCTION BOX
(BY OTHERS)

SCREWS AND 
WASHER 
(INCLUDED),
(X2, TYP.) 

AH D
K

INSTALL CROSSBAR ON JUNCTION BOX USING 
MOUNTING SCREWS (BY OTHERS), (X2, TYP.). 

F - 

FIX MOUNTING PLATE ON CROSSBAR USING 
THREADED TUB AND LOCK NUT (INCLUDED). 

G - 

PASS WIRE TROUGH THE MIDDLE OF THE MOUNTING 
PLATE PASSING BY THE THREADED TUB.

E - 

UNSCREW SET SCREWS AND REMOVE FIXATION PLATE. H - 

ALIGN LAMP FIXATION PLATE TO MOUNTING PLATE
AND SECURE USING SCREWS AND WASHER (X2, TYP.). 

I - 

MAKE ALL NECCESSARY WIRE CONNECTIONS.J - 

ALIGN LAMP FIXTURE TO FIXATION PLATE AND TIGHTEN 
SET SCREW USING ALLEN HEAD KEY.

K - 

INSTALL FIXATION PLATE USING MOUNTING
SCREWS (BY OTHERS), (X2, TYP.).

B - 

MAKE ALL NECCESSARY WIRE CONNECTIONS.C - 

UNSCREW SET SCREWS AND REMOVE FIXATION PLATE. A - 

ALIGN LAMP FIXTURE TO FIXATION PLATE AND TIGHTEN 
SET SCREW USING ALLEN HEAD KEY. 

D - 

MOUNTING SCREWS
(NOT INCLUDED)
(X2, TYP.) 

INSTRUCTIONSINSTRUCTIONS
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GLIM CUBE I.BA97, I.BA98
ALCOVE

FIXTURE  INSTALLATION

ACCESSORY INSTALLATION

SET SCREW
(INCLUDED)

FIXATION PLATE
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