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TRACK LOW VOLTAGE
SURFACE / PENDANT

JP - R3 Last update: February 07, 2019

FIXTURE

ORDERING INFO

48I.TR-LV

REMOTE POWER SUPPLY OPTION (TO BE ORDERED SEPARATELY)
Requirement: Max 100W per track, 48V 

MODEL

I.TR-LV

LENGTH

VOLTAGE

FINISH

1.6 - (500mm)

48 - 48V

01 - White

9.8 - (3000mm)6.5 - (2000mm)3.3 - (1000mm)

02 - Black

Max
distance*

30ft (9m)

30ft (9m)

30ft (9m)

30ft (9m)

Code

4546-0048-200-2C-UNV-ND

4444-0048-035-UNV-ND

4444-0048-072-UNV-ND

4450-0048-096-UNV-ND

Watts Voltage

200 120-277V

35 120-277V

72 120-277V

96 120-277V

Dimming
range

Dimension

13" X 5" X 2"
(330 X 127 X 51mm)

6" X 4" X 3"
(152 X 102 X 76mm)

6" X 4" X 3"
(152 X 102 X 76mm)

8" X 8" X 4"
(203 X 203 X 102mm)

18" X 4" X 4"
(457 X 102 X 102mm) 98ft (30m) 4451-0048-100-UNV-D10100 120-277V

Dimming protocol

None

None

None

None

0-10V Down to
±10%

* Calculated for 16AWG cable. Contact factory for longer remote distance.


	OPTIC 6: 
	5: 6.5 

	OPTIC 3: 
	3: 3.3

	OPTIC 1: 
	6: 1.6

	OPTIC 9: 
	8: 9.8

	Optic: Off
	Finish: Off
	REM: Off
	RESET: 
	FINISH BL: 01
	FINISH NR: 02
	TYPE: 
	PROJECT NAME: 
	track color: Off
	pendant color: Off
	MZ62: Off
	MZ62S: Off
	MZ64: Off
	MZ63: Off
	MZ38: Off
	pendant component: Off
	mounting component: Off
	track cover: Off
	pendant acc: Off


