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Front Light

Features

•	Installation	on	three-phase	track	
and on a ceiling-mounted base.

•	Made	of	die-cast	aluminium	and	
thermoplastic material.

•	Opti	Beam	interchanging	refl	ectors	
with high luminous effi ciency and 
uniform distribution.

•	High	visual	comfort.
•	Inclination	of	90°	on	horizontal	plane	

and 360° rotation around the vertical 
axis, with mechanical aiming lock.

Optics and lamps

•	The	luminaires	include	a	dimmable	
electronic transformer and are 
made using IGBT technology.

•	C.o.B.	LED	versions	with
 passive dissipation.
•	Complete	with	safety	glass.

lumen
lm

LED QR CBC 51 HIT-CE

2300 25W 2x50W 75% - -

3000 33W - - 35W -

5000 55W - - 70W 21%
 

•	 LED	C.o.B.

•	Colour	stability
 Mac Adam <3 

• Life
 50000 h L80

•	 Color	temperature:
 Neutral white 4000K
 Warm white 3000K  

(3000K) LED energy saving compared with conventional lamps

IP20 (IP40 with optional glass)
03

OPTI
BEAM

F - Flood
a from 26° to 39°

M - Medium
a from 16° to 25°

WF - Wide Flood
a from 40° to 60°

S - Spot
a from 9° to 15°

products.iguzzini.com/front_light_line

Energy saving

12 - 17 - 25W

28 - 29 - 30W

38 - 47 - 55W 

QR 111 75W

HIT-CE 20 - 35 - 50W

HIT-CE 35 - 70W

HIT-TC-CE 35 - 50 - 70W

HIR-111-CE 35 - 70W
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Pendant

Front Light is available
in the suspended version on track.

Front Light

Accessory-holder ring

Red fi lter 05

Yellow fi lter 06

Directional fl aps

Sky blue fi lter 09

Interchangeable
refl ector

Refractor

UV fi lter

Louvre

“Soft Lens” fi lterExternal
accessories
installation
without tools

External
accessories
with rotation
up to 360°

The accessories allow the features
of the lighting produced by the single
luminaire to be altered, for highly
professional lighting effects.
The combination of fi lters allows the
lamp color features to be changed,
to make the most of the objects lit
or the space.

products.iguzzini.com/front_light_line
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Front Light

01 
white

04 
black

74 
grey/black

spotlight

light source W* lm optic code colour

  
new Neutral white

• 12 W 1550 16° N285 01-04-74

• 12 W 1550 31° N286 01-04-74

• 12 W 1550 53° N287 01-04-74

Warm white

• 12 W 1500 16° N288 01-04-74

• 12 W 1500 31° N289 01-04-74

• 12 W 1500 53° N290 01-04-74

Warm white - CRI 90

• 12 W 1100 16° N291 01-04-74

• 12 W 1100 31° N292 01-04-74

• 12 W 1100 53° N293 01-04-74

ø 
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light source W* lm optic code colour

  Neutral white

29 W 3000 16° MB36 01-04-74

29 W 3000 30° MB37 01-04-74

29 W 3000 48° MB38 01-04-74

47 W 5200 16° MK82 01-04-74

47 W 5200 30° MK83 01-04-74

47 W 5200 48° MK84 01-04-74

Warm white

30 W 3000 16° MB39 01-04-74

30 W 3000 30° MB40 01-04-74

30 W 3000 48° MB41 01-04-74

47 W 5000 16° MK85 01-04-74

47 W 5000 30° MK86 01-04-74

47 W 5000 48° MK87 01-04-74

Warm white - CRI 90

38 W 2800 16° MN49 01-04-74

38 W 2800 30° MN50 01-04-74

38 W 2800 48° MN51 01-04-74

55 W 4300 16° MN55 01-04-74

55 W 4300 30° MN56 01-04-74

55 W 4300 48° MN57 01-04-74

QR 111
(G53)

Electronic complete with dimmer

75 W 12 V MB17 01-04-74

HIR-111-CE
(GX8,5)

Electronic

35 W MB18 01-04-74

70 W MB19 01-04-74

HIT-TC-CE
(G8,5)

Electronic
High-efficiency reflector

35 W 8° M926 01-04-74

35 W 20° MD41 01-04-74

35 W 36° M927 01-04-74

35 W 54° MD42 01-04-74

50 W 8° MH85 01-04-74

50 W 20° MH86 01-04-74

50 W 36° MH87 01-04-74

50 W 54° MH88 01-04-74

70 W 8° M928 01-04-74

70 W 20° MD43 01-04-74

70 W 36° M929 01-04-74

70 W 54° MD44 01-04-74

HIT-CE
(G12)

Electronic

35 W 8° M930 01-04-74

35 W 14° MD45 01-04-74

35 W 28° M931 01-04-74

35 W 46° MD46 01-04-74

70 W 10° M932 01-04-74

70 W 16° MD47 01-04-74

70 W 28° M933 01-04-74

70 W 46° MD48 01-04-74

See your instruction manual for the exact
number of accessories that may be installed
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  Neutral white

17 W 2100 13° MB30 01-04-74

17 W 2100 28° MB31 01-04-74

17 W 2100 42° MB32 01-04-74

28 W 3000 13° MK95 01-04-74

28 W 3000 28° MK96 01-04-74

28 W 3000 42° MK97 01-04-74

Warm white

17 W 2000 13° MB33 01-04-74

17 W 2000 28° MB34 01-04-74

17 W 2000 42° MB35 01-04-74

30 W 3000 13° MK98 01-04-74

30 W 3000 28° MK99 01-04-74

30 W 3000 42° ML00 01-04-74

Warm white - CRI 90

25 W 2000 13° MN46 01-04-74

25 W 2000 28° MN47 01-04-74

25 W 2000 42° MN48 01-04-74

30 W 2400 13° MN52 01-04-74

30 W 2400 28° MN53 01-04-74

30 W 2400 42° MN54 01-04-74

HIT-CE
(GU6,5)

Electronic

20 W 6° M922 01-04-74

20 W 16° MD37 01-04-74

20 W 30° M923 01-04-74

20 W 46° MD38 01-04-74

35 W 8° M924 01-04-74

35 W 16° MD39 01-04-74

35 W 30° M925 01-04-74

35 W 46° MD40 01-04-74

50 W 8° MT26 01-04-74

50 W 16° MT27 01-04-74

50 W 30° MT28 01-04-74

50 W 46° MT29 01-04-74

See your instruction manual for the exact
number of accessories that may be installed

* The current W value may be reduced with the progress of technology.
    For updated data please refer to our on-line catalogue.

ø
 9

218
7

127



181products.iguzzini.com/code

Front Light

01 
white

04 
black

pendant

  
new Warm white - CRI 90

• 25 W 2000 13° N276 01-04

• 25 W 2000 28° N277 01-04

• 25 W 2000 42° N278 01-04

• 30 W 2400 13° N279 01-04

• 30 W 2400 28° N280 01-04

• 30 W 2400 42° N281 01-04

See your instruction manual for the exact
number of accessories that may be installed

light source W* lm optic code colour

  
new Warm white - CRI 90

• 55 W 4300 16° N282 01-04

• 55 W 4300 30° N283 01-04

• 55 W 4300 48° N284 01-04

See your instruction manual for the exact
number of accessories that may be installed

light source W* lm optic code colour

  
new Warm white - CRI 90

• 12 W 1500 16° N273 01-04

• 12 W 1500 31° N274 01-04

• 12 W 1500 53° N275 01-04

20
0

ø 92

25
0

ø 116

29
6

ø 140

* The current W value may be reduced with the progress of technology.
    For updated data please refer to our on-line catalogue.

The products will be in stock starting from the third quarter.
For more information on availability please refer to your iGuzzini contact person.
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code (a) colour code (a) colour code (a) colour

Interchangeable
reflectors for LED
spot --- --- MX90 (13°) 12 --- ---
medium MXV2 (16°) 12 --- --- MXA6 (16°) 12
flood MXV3 (31°) 12 MX92 (28°) 12 MXA7 (30°) 12
wide flood MXV4 (53°) 12 MX93 (42°) 12 MXA8 (48°) 12

Interchangeable reflectors
for HIT-CE lamps
spot --- --- MX21 (6°) 12 MX29 (8°) 12
medium --- --- MX22 (16°) 12 MX30 (14°) 12
flood --- --- MX23 (30°) 12 MX31 (28°) 12
wide flood --- --- MX24 (46°) 12 MX32 (46°) 12

Interchangeable reflectors
for HIT-TC-CE lamps
spot --- --- --- --- MX25 (8°) 12
medium --- --- --- --- MX26 (20°) 12
flood --- --- --- --- MX27 (36°) 12
wide flood --- --- --- --- MX28 (54°) 12

code colour code colour code colour

Refractor for elliptical
distribution

MXV1 24 MWD6 24 MWY3 24

Coloured filters --- --- MWY4 05-06-09 MWY5 05-06-09

UV filter --- --- MWY6 24 MWY7 24

“Soft Lens” filter --- --- MWN5 24 MWM6 24

Louvre --- --- MWY8 04 MWY9 04

Antiglare screen --- --- MWN7 04 MWN8 04

Ceiling base 8773 01-04 8773 01-04 8773 01-04

Recessed base 8902 01-04 8902 01-04 8902 01-04
Hole for installation 108 mm

Cover for adapter IP40 6854 01-04 6854 01-04 6854 01-04
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accessories

Front Light
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Eataly - Chicago, USA
Lighting project: Hugh Lighting Design - Photo: Peter Dressel


